[image: ]STATE OF GEORGIA 
DEPARTMENT OF NATURAL RESOURCES 
ENVIRONMENTAL PROTECTION DIVISION


NPDES Industrial Permit Application Addendum


Please check the applicable box and enter the associated information:

[bookmark: Check2][bookmark: Text1]|_|	New discharger			Name of facility:     


[bookmark: Check3]|_|	Existing NPDES discharger 		Name of facility:      			Existing NPDES Permit No.: GA     


	Section I.  Contact & FAcility Information

	Permit Application Contact Name (first  & last):        

	Title:       

	E-mail Address:      

	Total Design Flow (MGD):      
	Actual Design Flow (MGD):      

	Facility Latitude/Longitude (ex. 34.5364, -84.8045):      
	EPA Major (circle one):     yes     or      no

	Primary Industry (circle one):      yes      or      no 
	NAICS Codes:       

	section II.   EFFLUENT LIMITS and conditions

	
1.  Is there an effluent limit, standard, guideline, or categorical pretreatment standard established for this type of discharge in 40 CFR Part 400-471, as amended or elsewhere pursuant to 301, 306, 307, 316, 318, or 405 of the Clean Water Act?

[bookmark: Check1]             |_|  Yes              |_|  No              


If you answered “yes”, to question No. 1 above, please complete the following table below by providing the name of the discharge category and the specific citation to the regulation, if applicable, that establishes the limitation or condition.

    If you answered “no” to question No. 1 above, please proceed to Section No. III.



	Section II, Table No. 1  

	Name of Discharge Category and Appropriate Citation From State of Federal Regulations.
	Effluent Limitation or Condition:
(Yes or No)
	Name of Subpart and Appropriate Subpart Citation

	Example: 

Iron and Steel Manufacturing; 40 CFR Part 420
	Yes
	Acid Pickling; 40 CFR part 420 subpart I

	     
	     
	     

	     
	     
	     

	     
	     
	     

	     
	     
	     

	     
	     
	     

	
2.  Are any of the applicable effluent limitations applicable to the discharge(s) expressed in terms of production?

             |_|  Yes              |_|  No              

If you answered “yes”, complete the following table below. For an existing discharge, list an actual measurement of your average or maximum level of daily production.  For new discharges, list an average or maximum projected daily production. (indicate in the table whether the production figures given are average or maximum level.)  Express the production in terms and units used in the applicable discharge limitation.  Attach additional sheets if necessary.

If you answered “no” to question No. 2 above, please proceed to Section III.


	Section II, Table No. 2 – Applicable Effluent Limit Guidelines

	Name of Category and Subpart
	Name and Quantity of Product per Day with Units of Measure
	Description of Process
	No. of Cycles through Process

	Example:

40CFR Part 420 Subpart I.  Iron and Steel Manufacturing; Hydrochloric Acid Pickling
	27,000 lbs of stainless steel strips (average)
	Stainless steel strips are passed through solder flux baths in #1 Tinner
	2

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	Section III.  WAter quality 

	
1. Name of Georgia  major river basin(s) in which your discharge(s) enters:      

	
2.  Do you discharge to 305(b)/303(d) Listed Waters*?

          |_|  Yes                |_|  No         

    If you answered “yes” to question No.2 above, please complete the Table No. 1 below.  

If you answered “no” to question No. 2 above, please proceed to Section IV.



* Georgia’s 305(b)/303(d) list can be found on EPD’s website at the following web address:
http://epd.georgia.gov/georgia-305b303d-list-documents







	Section III, Table No. 1 – Applicable Water Quality 

	Outfall Identification ID
	Name of Receiving Waters
	Is The Receiving Water:
 1) Supporting The                Designated Use;
2) Not Supporting The Designated Use; or 
3) Assessment Pending.
	If The Receiving Water(s) Is Not Supporting The Designated Uses, What Is It Listed For?

	Example:
001
	Oconee River
	2
	Sedimentation and Mercury

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	
3. Is there an applicable Total Maximum Daily Load* (TMDL) for the receiving waters?


           |_|  Yes              |_|  No         

If you answered “yes” to question No. 3 above, complete the following table below.  If you answered “no” proceed to Section No. IV.

* Georgia’s list of TMDL’s can be found on EPD’s website at the following web address: http://epd.georgia.gov/total-maximum-daily-loadings


	Section III, Table No. 2 – Applicable TMDL

	Outfall Identification
	Name of Receiving Water
	Is your discharge listed in the TMDL?
	Name  and Year of TMDL

	Example:
Outfall 003
	Jacks Creek a tributary to Oconee River
	yes
	Zinc TMDL Report [2002]

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	section IV.  summary of discharge analysis*

	    
     If you are a new industrial discharger, you may omit this Section of the NPDES Application Addendum and proceed to Section V.  If you are an existing facility with an existing NPDES wastewater permit, please proceed to question No. 1 of this Section below.

1.  Complete the following table with a summary of discharge analytical data from the previous three (3) years.  To complete the table for renewals, refer to your existing permit; for other discharges previously permitted by EPD, refer to your previous authorization or permit.  Reproduce and complete Section IV of the NPDES Application Addendum form for each outfall that you are proposing to renew. 


	Outfall Identification (as referenced on permit and monitoring report):       

	Parameter
	Maximum Loading (lbs/day)
	Average Loading (lbs/day)
	Maximum Concentration
(units)
	Average Concentration (units)
	Number of Exceedances
	Comments

	Ex. BOD 5-day
	325
	204
	22 (mg/L)
	45 (mg/L)
	3
	

	Ex. pH
	NA
	NA
	10.0 
(max. s.u.)
	7.3 
  (min. s.u.)
	2
	

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	     
	     
	     
	     
	     
	     
	     

	section v. 40 CFR 122.21(r) Cooling water intake structures 

	
Does the Cooling Water Intake Structure Rule for Existing Facilities Apply?

Directions: Answer questions 1 through 4 below for your cooling water intake structure(s) (CWIS). If your answer to any one of these questions is “No”, then the requirements of 40 CFR 125.94 through 125.99 do not apply to your facility, and you may proceed to Section No. X. However, the State reserves the right to establish BPJ requirements as allowed in 40 CFR 125.90(b) for facilities.

Note: If you are a new facility please contact the GA EPD.


	
1.   Is the facility a point source that discharges under a NPDES permit to waters of the State? 
|_|  Yes              |_|  No 

If you answered “yes” to question No. 1 above, please proceed to question No. 2 below.


	 
2.  Is the cooling water intake structure withdrawing cooling water from waters of the State?

|_|  Yes           |_|  No      

If you answered “yes” to question No. 2 above, please proceed to question No. 3 below.

Note: Obtaining cooling water from a public water system, using reclaimed water from wastewater treatment facilities or desalination plants, or recycling treated process wastewater effluent as cooling water does not constitute use of a cooling water intake structure. 


	
 3.  Is the facility-wide design intake flow (DIF) for all cooling water intake structures at the facility greater than 2 MGD?  
|_|  Yes           |_|  No   
                                     
If you answered “yes” to question No. 3 above, please provide the facility-wide design intake flow (DIF) and actual intake flow (AIF) for all cooling water intake structures in box 3.a.

Note: Actual Intake Flow means the average volume of water withdrawn on an annual basis by the cooling water intake structures over the past three years

	3.a.  



DIF =        (mgd)

AIF =          (mgd)      


	
4.  Does the facility have an intake structure that withdraws more than 25 percent of the water for cooling purposes on an actual intake flow basis? 

|_|  Yes              |_|  No  
If you answered “yes” to question No. 4 above, please provide the AIF percentage used exclusively for cooling purposes in box 4.a.

	4.a. 

     
  AIF  =          %

	
Additional Information for Facilities to which the CWIS Rule applies


Section VI of this addendum lists the application requirements for all facilities for which the CWIS rule applies. The bullets below provide additional directions for which of following Sections VII, VIII and/or IX may also apply   


· If you answered “yes” to question nos. 1, 2, 3 and 4 and you have an existing unit at an existing facility; the Impingement Mortality Best Technology Available (BTA) Standard, Section No. VII, applies to your facility.  


· If you answered “yes” to question nos. 1, 2, 3 and 4 and your facility has a new unit at an existing facility; the Impingement Mortality BTA Standard, Section No. VIII, applies to you.  


· If you answered “yes” to question nos. 1, 2, 3 and 4 and your facility withdraws greater than 125 MGD on an actual intake flow basis then the Entrainment BTA Standard, Section IX also applies to your facility.  



	
What is the timing of the submission of information required in permit application under the 316(b) Rule?  (December 2014 EPA MEMO)


If your permit expires prior to July 14, 2018, under 40 CFR Part 125.95(a)(2), a facility may request that the Director establish an alternative schedule for submission of some of the permit application information in 40 CFR Part 122.21(r), based on a showing of the owner or operator of the facility that it could not develop the information for which an alternative schedule is requested by the time required for the submission of the permit renewal application.


Please check the applicable box(s).


[bookmark: Check5]|_|    I request the Director provide an alternative schedule for the submission of some of the permit application information in 40 CFR Part 122.21(r).

|_|   I request the Director provide an alternative schedule for the submission of the following permit application requirements in 40 CFR Part 122.21(r).


|_|  (2)   Source water physical data
|_|  (3)   Cooling water intake structure data
|_|  (4)   Source water baseline biological characterization data
|_|  (5)   Cooling water system data
|_|  (6)  Chosen Method(s) of Compliance with Impingement Mortality Standard
|_|  (7)  Entrainment Performance Studies
|_|  (8)  Operational Status
       |_|  (9)  Entrainment Characterization Study
       |_|  (10) Comprehensive Technical Feasibility and Cost Evaluation Study
       |_|  (11) Benefits Valuation Study
       |_|  (12) Non-water Quality Environmental and Other Impacts Study
       |_|  (13) Peer Review
|_|  (H) All facilities must also submit with their permit application all information received as a result of any communication with a Field Office of the Fish and Wildlife Service and/or Regional Office of the National Marine Fisheries Service.

|_|     I do not request an alternative schedule for the submission of some of the permit application information in 40 CFR Part 122.21(r).  I have included the applicable permit application information required in 40 CFR Part 122.21(r).  




	SeCTIOn VI.  application requirements for all exisitng facilities

	

1.  If you are an existing facility, then you are required to submit the following information in accordance with                 §122.21(r)(1)(ii)(A), as applicable, with your permit application.   
  

   Please check the box next to the required information which you are submitting with this application.


[bookmark: Check4]|_|  (2)   Source water physical data
|_|  (3)   Cooling water intake structure data
|_|  (4)   If applicable, Source water baseline biological characterization data
|_|  (5)   If applicable, Cooling water system data
|_|  (6)  If applicable, Chosen Method(s) of Compliance with Impingement Mortality Standard
|_|  (7)  If applicable, Entrainment Performance Studies
|_|  (8)  If applicable, Operational Status
|_| (H) All facilities must also submit with their permit application all information received as a result of any communication with a Field Office of the Fish and Wildlife Service and/or Regional Office of the National Marine Fisheries Service.


	 

2. If you are an existing facility that withdraws greater than 125 mgd actual intake flow (AIF), as defined at 40 CFR  125.92 (a), of water for cooling purposes, then you are required to submit the following information in accordance with 
    §122.21(r)(1)(ii)(B). 


Please check the box next to the required information which you are submitting with this application.



      |_|  (2)    Source water physical data
      |_|  (3)    Cooling water intake structure data
      |_|  (9)   Entrainment Characterization Study
      |_|  (10) Comprehensive Technical Feasibility and Cost Evaluation Study
      |_|  (11) Benefits Valuation Study
      |_|  (12) Non-water Quality Environmental and Other Impacts Study
      |_|  (13) Peer Review
      |_| (H) All facilities must also submit with their permit application all information received as a result of any communication with a Field Office of the Fish and Wildlife Service and/or Regional Office of the National Marine Fisheries Service.


Note:  If the owner or operator of an existing facility intends to comply with the BTA (best technology available) standards for entrainment using a closed-cycle recirculating system as defined at 40 CFR 125.92(c), the Director may reduce or waive some or all of the information required under paragraphs (r)(9) through (13) of this section.  If you intend to comply with BTA standards for entrainment using closed cycle recirculating systems as referenced above, please contact EPD.


	

3.  If you are a new unit at an existing facility, as defined at 40 CFR 125.92(u), you must submit or update the following information in accordance with §122.21(r)(1)(ii)(D).


    Please check the box next to the required information which you are submitting with this application.


|_|  (4)   If applicable, Source water baseline biological characterization data
|_|  (5)   Cooling water system data
|_|  (6)  If applicable, Chosen Method(s) of Compliance with Impingement Mortality Standard
|_|  (7)  If applicable, Entrainment Performance Studies
|_|  (8)  Operational Status
|_| (H) All facilities must also submit with their permit application all information received as a result of any communication with a Field Office of the Fish and Wildlife Service and/or Regional Office of the National Marine Fisheries Service.


	

4.  If you are a new unit at an existing facility, as defined at 40 CFR 125.92(u),  not previously subject to part 125 that increases the total capacity of the existing facility to more than 2 mgd DIF, you must submit the following information in accordance with §122.21(r)(1)(ii)(E).

     Please check the box next to the required information which you are submitting with this application.


|_|  (4)   If applicable, Source water baseline biological characterization data
|_|  (5)   Cooling water system data
|_|  (6)  If applicable, Chosen Method(s) of Compliance with Impingement Mortality Standard
|_|  (7)  If applicable, Entrainment Performance Studies
|_|  (8)  Operational Status
|_|  (9)  If total capacity increases to more than 125 mgd, Entrainment Characterization Study
|_| (10) If total capacity increases to more than 125 mgd, Comprehensive Technical Feasibility and Cost Evaluation    Study
|_|  (11) If total capacity increases to more than 125 mgd, Benefits Valuation Study
|_|  (12) If total capacity increases to more than 125 mgd, Non-water Quality Environmental and Other Impacts Study
|_|  (13) Peer Review
|_| (H)  All facilities must also submit with their permit application all information received as a result of any communication with a Field Office of the Fish and Wildlife Service and/or Regional Office of the National Marine Fisheries Service.



Note:  If the owner or operator of an existing facility intends to comply with the BTA (best technology available) standards for entrainment using a closed-cycle recirculating system as defined at 40 CFR 125.92(c), the Director may reduce or waive some or all of the information required under paragraphs (r)(9) through (13) of this section.  If you intend to comply with BTA standards for entrainment using closed cycle recirculating systems as referenced above, please contact EPD.




	SeCTIOn VIi.  BTA Standard for Impingement Mortality for Existing Units at Existing Facilities

	

The final rule requires that existing facilities subject to this rule must comply with one of the following seven alternatives listed below identified in the national BTA standard for impingement mortality at § 125.94(c) (hereafter, impingement mortality standards).



Note:  Please check the box under the applicable impingement mortality standard in which your facility currently has in operation or intends to install to comply with the referenced standard.  Please also provide the appropriate documentation for the chosen alternative and attach it your application.




	
1.   Operate a closed-cycle recirculating system as defined at § 125.92;

       |_|       Currently in operation                                           |_|     Request a compliance schedule 



	
2.   Operate a cooling water intake structure that has a maximum through screen design intake velocity of 0.5 fps or less;

       |_|       Currently in operation                                           |_|     Request a compliance schedule 



	
3.   Operate a cooling water intake structure that has a maximum through screen intake velocity of 0.5 fps;
a) In the case of Option (3), which EPA considers to be a streamlined alternative, the facility must submit information to the Director that demonstrates that the maximum intake velocity as water passes through the structural components of a screen measured perpendicular to the screen mesh does not exceed 0.5 feet per second.

|_|       Currently in operation                                           |_|     Request a compliance schedule  



	
4.   Operate an offshore velocity cap as defined at § 125.92 that is installed before October 14, 2014; 

|_|       Currently in operation                                           |_|     Request a compliance schedule 



	
5.  Operate a modified traveling screen that the Director determines meets the definition at § 125.92(s) and that the Director determines is the best technology available for impingement reduction;
a) In the case of Option (5), the facility must submit a site-specific impingement technology performance optimization study that must include two years of biological sampling demonstrating that the operation of the modified traveling screens has been optimized to minimize impingement mortality. As discussed below, if the facility does not already have this technology installed and chooses this option, the Director may postpone this study till the screens are installed (see VI.G.1.d below).

|_|       Currently in operation                                           |_|     Request a compliance schedule 



	

6.  Operate any other combination of technologies, management practices and operational measures that the Director determines is the best technology available for impingement reduction; or
(a)  In the case of Option (6), the facility must submit a site-specific impingement study including two years of biological data collection demonstrating that the operation of the system of technologies, operational measures and best management practices has been optimized to minimize impingement mortality.  If this demonstration relies in part on a credit for reductions in the rate of impingement already achieved by measures taken at the facility, an estimate of those reductions and any relevant supporting documentation must be submitted. The estimated reductions in rate of impingement must be based on a comparison of the system to a once-through cooling system with a traveling screen whose point of withdrawal from the surface water source is located at the shoreline of the source waterbody. 

|_|       Currently in operation                                           |_|     Request a compliance schedule



	

7.    Achieve the specified impingement mortality performance standard.
(a) The impingement mortality performance standard in (7) requires that a facility must achieve a 12-month impingement mortality performance of all life stages of fish and shellfish of no more than 24 percent mortality, including latent mortality, for all non-fragile species that are collected or retained in a sieve with maximum opening dimension of 0.56 inches and kept for holding period of 18 to 96 hours. The Director may, however, prescribe an alternative holding period.

The 12-month average of impingement mortality is calculated as the sum of total impingement mortality for the previous 12 months divided by the sum of total impingement for the previous 12 months. A facility must choose to demonstrate compliance with this requirement for the entire facility, or for each individual cooling water intake structure. Biological monitoring must be completed at a minimum frequency of monthly.


|_|       Currently in operation                                |_|     Request a compliance schedule 


	SECTION VIII.   BTA STANDARDS FOR IMPINGEMENT MORTALITY AND    ENTRAINMENT FOR NEW UNITS AT EXISTING FACILITIES

	

The owner or operator of a new unit at an existing facility must achieve one of two compliance alternatives under the national BTA standards for impingement mortality and entrainment for new units at existing facilities at § 125.94(e) (hereafter, new unit standards). 



	

   |_|      Option No. 1

You must reduce AIF at the new unit, at a minimum, to a level commensurate with that which can be attained by the use of a closed-cycle recirculating system as defined at § 125.92(c)(1). 


	
|_|      Option No. 2

You must demonstrate to the Director that it has installed and will operate and maintain, technological or other control measures that reduce the level of adverse environmental impact from any cooling water intake structure used to supply cooling water to the new unit to a comparable level to that which would be achieved through flow reductions commensurate with the use of a closed-cycle recirculating system. Under this alternative, the owner or operator of a facility must demonstrate entrainment mortality reductions that are equivalent to 90 percent or greater of the reduction that could be achieved through compliance with the first alternative entrainment standard for new units.


	SeCTIOn IX.   Entrainment bta

	
The Director  must establish the Entrainment BTA requirement for your facility on a site-specific basis in accordance with 
§ 125.98(f)(2). 

If you withdraw greater than 125 mgd AIF, you must develop and submit an Entrainment Characterization Study (§ 122.21(r)(9)), as well as provide other information required in § 122.21(r)(7) and (10), (11), (12) and (13) that must include specified data pertinent to consideration of several of the factors identified in § 125.98(f).  

Please include your Entrainment Characterization Study as well as the other required information referenced above with your application.


	SeCTIOn x. Certification

	
I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to assure that qualified personnel properly gather and evaluate the information submitted. Based on my inquiry of the person or persons who manage the system or those persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, and complete. I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations.


	Print Name:      
	Date:       

	Signature of Applicant:
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